
 

 
 
 
 

 REQUEST FOR QUOTATION 
 
 

 
CeNS/2025-26/Admin/Works -      Date: 17 June 2025 
 

Sealed quotations are invited for the following works at CeNS Arkavathi Campus, 
Shivanapura: 

Fabrication of the temporary sheds with foundation works at 1. Rear side of the Hostel 
HEMAVATHI & 2. In front of the Gas bank near the Main gate at the CeNS Campus, 
Shivanapura 

Prospective vendors are requested to note the following terms and conditions: 

(1) The sealed quotation must be submitted on or before 30 June 2025 by 3.00 PM via Speed 
Post / Courier / Registered Post / Hand Delivery 

(2) The quotation should be addressed to: 
The Administrative Officer 
Centre for Nano and Soft Matter Sciences 
Shivanapura, Dasanapura Hobli 
Bangalore North – 562162 

(3) Payment Terms: 
(a) After successful delivery and completion, 100% of the invoice value shall be paid 

through NEFT/RTGS. Vendors must provide complete bank details, including 
Account Number, IFSC, SWIFT Code (if applicable), and Bank Address. 

(b) The quoted price should remain valid for a minimum period of 3 months from the 
date of issue. 

(c) The GST Number of CeNS is 29AAATC4203B1ZE. This must be mandatorily 
indicated in the invoice. Failure to do so will result in non-processing of payment. 

(d) No advance payment will be made before the completion of work. 
 

(4) The Centre reserves the right to accept or reject any quotation, either in full or in part, 
without assigning any reason. 

(5) The sealed envelope containing the quotation should be superscripted with: 
Fabrication of the temporary sheds with foundation works at 1. Rear side of the Hostel 
HEMAVATHI & 2. In front of the Gas bank near the Main gate at the CeNS Campus, 
Shivanapura 

(6) Quotations received after the due date will not be considered. 



(7) It shall be mandatory for the bidders to conduct a site visit before the submission of 
their bids. Acknowledgement form the Centre’s engineer/security supervisor regarding 
the site visit must be enclosed along with the bid. 

(8) Validity of bid should be 60 days from the date of submission. 
(9) The bidder must have done similar work for the government or a government-

funded organization, and its proof may be submitted along with the bid. 
(10) Period of Completion: The work must be completed within 15 days from the date of 

the Work Order. 
 

Unsolicited bids that do not meet the required qualifications may be liable to be ignored. 

 

 

 

 

 

Sd/- 
Administrative Officer 

 

 

 

 

 

 

 

 

 

 

 

 



CeNS BOQ

 Providing, fabricating, and laying side walls and roofing as 
per the required line and level using 0.5mm GI sheets over a 
structural framework comprising rectangular tubes, including 
purlins, rafters, and trusses. Sheets to be fixed with screws using 
plain and bitumen washers. The scope of work should only 
include the labour component for fabrication by erection of 
the entire framework, fixing of GI sheets, etc.,  and two coats 
of painting with material.
Note: The client will supply all necessary materials, including GI 
sheets, structural members, fasteners, and washers. All work is to 
be completed in accordance with the relevant specifications and 
as directed by the Engineer-in-Charge. 

1 Roof Sqm 85.00

2 Side Walls Sqm 90.00

3

Earth work excavation by manual means for drains, canals and 
similar works in all kinds of soils, as per drawing and technical 
specifications, including setting out, shoring, strutting, barricading, 
caution lights, removal of stumps and other deleterious matter, 
excavated surface leveled and sides neatly dressed disposing off 
the excavated stuff or sorting & stacking the selected stuff for 
reuse in a radius of 50 m and lift upto 1.5 m including cost of 
labour, tools & other appurtenaces required to complete the 
work.In all kinds of soils, Depth up to 1.5 m   

Cum 3.00

4

Refilling available earth in sides of foundations upto plinth in 
layers not exceeding 20cms in depth, compacting each deposited 
layer by ramming after watering with lead upto 50m. and lift upto 
1.5 m. including cost of all labour complete as per specifications. 

Cum 30.00

5

Providing and laying in position plain cement concrete for 
levellingcourse for all works in the foundation. The 
granite/trap/basalt crushed graded coarse aggregates and fine 
aggregates as per relevant IS Codes machine mixed, laid in 
layers not exceeding 150 mm thickness, well compacted using 
plate vibrators, including all lead & lifts, cost of all materials of 
quality, labour, Usage charges of machineries, curing, and all the 
other appurtenances required to complete the work as per
technical specifications. (The cost of steel reinforcement & 
formwork shall be paid separately) Mix 1:3:6 (M10) Using 40 mm 
and down size graded crushed coarse aggregates

Cum 1.00

Slno Description Units Qty Rate

Fabrication of the temporary sheds with foundation works at 1. Rear side of the Hostel HEMAVATHI & 2. In front of Gas bank 
near Main gate at  CeNS Campus, Shivanapura

Amount Remarks

B O Q

Contractor 1



CeNS BOQ

Slno Description Units Qty Rate Amount Remarks

6

Providing and laying in position Reinforced cement concrete 
M25 for all Sub structures of building, Irrigation works, Sub 
structure works of bridges, Drain works & other parallel works 
from 0.50m to 3.50 m height. The granite/trap/basalt crushed 
graded coarse aggregates and fine aggregates as per relevant IS 
Codes machine mixed with super plasticizers, laid in layers, well 
compacted using needle vibrators, providing weep holes wherever 
necessary, including all lead & lifts, cost of all materials of quality, 
confirming to the requirements of relevant IS codes, labor, Usage 
charges of machinery, curing and all other appurtenances 
required to complete the work as per technical specifications. (The 
cost of steel reinforcement & formwork is to be paid separately)  

Cum 2.00

7

Providing and constructing load-bearing walls with Solid 
Concrete blocks of size 400x100x200mm having block density 
of more than 1800kg/m3 and minimum compressive strength of 
4.00 N/mm2 conforming to IS 2185 (Part - I) - 2005 and 
constructed with CM 1:4 as per IS 2572:2005 including the cost of   
all materials, labor, scaffolding and curing, usage charges of 
machinery, etc complete as per specifications. 

Sqm 20.00

8

Providing 12 mm cement plaster finished with a floating coat of 
neat cement of mix :1:4 (1 cement: 4 fine sand) to brick masonry 
including rounding off corners wherever required smooth 
rendering, providing and removing scaffolding, including cost of 
materials, labour, curing complete as per specifications and as per 
directions of Engineer-in-charge.

Sqm 10.00

9

External  painting: Finishing walls with Acrylic Smooth exterior 
paint of required shade :New work (Two coat applied @ 1.67 ltr/10 
m² over and including priming coat of exterior primer applied @ 
2.20 kg/10 m²) with paint of approved quality to give an even 
shade, after thoroughly brooming the surface to remove all dirt, 
dust, mortar drops and foreign matter including prepa ring the 
surface even and sand paper smooth, cost of materials, labour 
complete as per specifications and as per directions of Engineer-
in-charge.

Sqm 10.00

10

Providing and laying Cement concrete flooring 40 mm thick  
with 20 mm nominal size stone aggregate using 1:2:4 (1 cement : 
2 coarse sand : 4 graded stone aggregate) finished with a floating 
coat of neat cement, including cement slurry complete. 

Sqm 50.00

11

Providing and fixing RCC slabs of 900x600mm  75mm thick for 
drain cover with 12mm and down size jelly cement concrete 
design mix M20 with nominal steel 75kg/cum  including the cost of 
supply, fiding, finishing of joints, loading, unloading curing etc., 
complete 

Nos 60.00

12

 Providing and laying the required line and slope roofing with 
Embossed polycarbonate sheet.2 thick fixed with screws.  C. I 
will use plain and bitumen washers over the existing purlins, 
rafters, and trusses, including the cost of materials, labour, and 
complete as per specifications. 

Sqm 5.00

Contractor 2



CeNS BOQ

Slno Description Units Qty Rate Amount Remarks

13

Providing and fixing 150mm wide, PVC Gutter with necessary 
connections of End cap, End Drop, Joint Joint dropElnow, etc, 
fixing using Clamps, including cost of materials, labour, complete 
as per specifications. Note: Gutter will be supplied by the 
client; all other hardware fixtures to be arranged by the 
contractor.   

Rmt 20.00

14

Providing and installing approved pre-painted galvalume 
Flashings, such as plain ridges, plain gutters, barge gabions, 
etc. The total coated thickness (TCT) of the sheet shall be 
0.47mm+/-0.02 tolerance mm Zinc-Alu Alloy coating AZ 150gsm 
as per ASTM 1397/755-550 mpa steel grade, 5-7 microns epoxy 
primer on both side of the sheet and polyester top coat 20-22 
microns using self drilling/self tapping screws of 25mm length 
(width upto 500-600mm only), to be purlins, rafter, channels and 
trusses.   

Rmt 40.00

15

Providing, fabricating, assembling and fixing in-position 
aluminium swing shutters for the main door using  42mm x 
36mm, with a thickness of 1.3mm for the vertical frame; 42x42 
thickness of 2mm, for the top and central rail, 96x42 thickness of 
2mm for bottom rails, the shutter to be fixed to the outer frame of 
section 60mmx40mmx2mm aluminium sections powder coated to 
a minimum  60 - 70 microns with exterior durable pure polyester 
grade powder of approved quality using following mat finish or 
glossy finish.   and cut to length joint metred and corners ground, 
the bottom rail and top rail hinged or pivoted, opening 
arrangements including providing and fixing standard approved 
accessories, such as aluminium handles, tower bolts, lock, pivots: 
hinges P.V.C. or rubber gasket, 10mm Laminate board of 
approved colour for bottom panel of maximum height 0.90m and 
5.0mm thick plain glass for bottom panel ( Novopan ) and glass 
fixed with glazed clips 19mmx17.3mmx11mm, 0.9mm thick, 
aluminium sections treated for removal of any rust and prevention 
of further rust formation, and coated with greasy materials for non-
adherence of mortars or any other complete as per specification. 

Sqm 3.00

16

 Providing and fixing in-position aluminium windows  and 
ventilators with MS grill  as per approved drawings with sliding 
shutters using three three-track window frame of size 
92x31.75mm section 1.5mm thick, shutter frame section 
comprising size 40 mmx18 mm, wall thickness 1.5mm.  the 
shutters mounted on nylon rollers with approved quality of fixtures 
such as aluminium handles tower bolts etc. and MS window 
made up of 10mm square rods ; providing and fixing 5.0mm 
thick plain glass and SS mosquito mesh for shutters fitted with 
rubber beading all aluminium sections including cutting to required 
length, joints mitred subdividing the frame tenonned and rivetted, 
in the assembled frame, stiffened with end clips for corners, 
angles etc., and fixed to the walls, lintels, floor beams/cills as the 
case may be, with necessary steel screws, raul plugs or teak 
wood gatties including cutting masonry or concrete and making 
good the original surface using cement mortar. complete as per 
specifications and direction of the Engineering-in-charge. 

Sqm 1.50

Contractor 3



CeNS BOQ

Slno Description Units Qty Rate Amount Remarks

Total of (A)    (Sum of Slno 1 to 16 )
A= Sum of 
Slno 1 to 

16

Add 18% GST
B=18% of 

A

Grand Total C=A+B

a
Supplying 0.5mm GI sheets of approved brand and specific 
colour conforming to site requirments and as directed by the 
Engineer-in-charge  ( if in case of shortage of materials)

Sqm 0.00
Only rate to be 

quoted

b
Supply of MS Tubes of approved brand and specific sections 
conforming to site requirements and as directed by the Engineer-
in-charge  ( if in case of shortage of materials)

Kgs 0.00
Only rate to be 

quoted

c

MS Storage  racks with in the Sheds: Providing and fixing in 
position mild steel Square/Rectangular tubes for frame works   as 
per drawings including cost of materials, labour, with two coats of 
enamel paint over a coat of primer  HOM of equipment's and 
machineries all leads and lifts, wastage, loading and loading, 
transportation complete all as per specification and as directed by 
the Engineer-in-charge

Sft 0.00
Only rate to be 

quoted

R.O  RATE ONLY

Contractor 4
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Name of the work: Fabrication of the temporary sheds with foundation works at 
1. Rear side of the Hostel HEMAVATHI & 2. In front of the Gas bank near the Main 
gate at the CeNS Campus, Shivanapura 

 

Full Name:  

Complete Address: 

Zip code:       State: 

Contact Number: 

 

 

 

Visitor Signature:  

 

Engineer / AO Signature:  

 

 

 

 

Site Visitor Information Form  

 

 

  

 

 

 


